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SECTION A-A

þÿ�S�c�a�l�e�:� � �1��

PANEL ELEVATION VIEW

þÿ�S�c�a�l�e�:�  ��’

Noise Wall ID No:

 

 

Post No(s):

 

 

 

Direction for Counting Posts:

4’’

Less than 1’’ of engagement

2’’ min. engagement of neoprene
þÿ�2�

Roadway side

Varies

cþÿ�L� �1 ��’�’� �d�i�a�.

Neoprene wedge

(typ.)

 

þÿ ��’�’� �d�i�a�.� �s�t�

wire rope

Note:

Debur the inside 

edges of the stainless 

steel pipe to prevent

damage to wire rope.

ALTERNATE SECTION A-A

þÿ�S�c�a�l�e�:� ���’

Note:

On multi-sectional  panels install a

minimum of two panel restraints per

section.  Restraints shall  be spaced

a minimum of 1’-6’’ from the horizontal

panel joint.

þÿ�N�o�m�i�n�a�l� ���’�’� �

weight stainless steel pipe 

þÿ�(�t�y�p�.�)� �i�n� �a� �1 

in place with epoxy 

adhesive.
þÿ���’�’� �x� �6�’�’� �s�t�a�i�n�l�e�s�s� �s�t�e�e�l

þÿ�L� �1 ��’�’� �d�i�a�

in panel (typ.)

c

1
’-

6
’’

+ -

Concrete

post (typ.)

Wire rope/

turnbuckle

restraint (typ.)

Install cable restraints, starting

at either the top or bottom, 

depending on the location of 

the disengagement, and

continuing downward/upward

until the edge of the panel has 

achieved 1’’ of engagement.  

No restraints are required 

from that point.

When noise wall

panels are angled 

omit neoprene 

wedges as shown.
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NOISE WALL PANEL RESTRAINT DETAILS
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